










-To install the camera with the ceiling mount bracket,

Main Body + Ceiling Mount Bracket





Drilling a Hole on the Ceiling



Drilling the Hole on the
Ceiling an Fixing the

Fixing the Pendant

1.Installing on the Concrete Ceiling

Drilling the Hole on the Ceiling and Fixing the Anchor

(6mm diameter/50mm depth) on the ceiling and insert

screw the pendant mount bracket to the ceiling.

There is a hole (20mm diameter) on the pipe of the 
bracket fo pass the cables.

diameter) on the ceiling.



Drilling the Hole on the

Drilling the Hole on the Wall and Fixing the Anchor

There is a hole (20mm diameter) on the pipe of the 

bracket fo pass the cables.
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3

Drilling the Hole on the Ceiling1

To pass main body through the ceiling, drill a 

hole(70mm diameter) on the ceiling.

Fix the Flush Mount Ring Bracket to the 
Main Body

2

Fix the flush mount ring bracket to the main body 
using torx screws.

4

1

Fix the flush mount 3 ring bracket with main 
body to the ceiling
Fix the flush mount ring bracket to the ceilling 
using torx screws.

4 Snap the plastic ring Cover into 
the flush mount

Installation Using Flush Mount Bracket(Option)
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To set scan,use OSD menu.
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This screen is the main menu of the (DISPLAY SETUP).

This screen is the sub menu of’DISPLAY SETUP’on the screen.
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you cannot
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